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TREE EARMARKED FOR REMOVAL

TREE EARMARKED FOR REMOVAL

Rootballed Heavy 
Standard tree

Biodegradable sackcloth 
tie and spacing device 

set 1200mm above 
ground 

Timber stake, 2100 x 100mm ø, to be 
securely driven into firm subgrade, 
ensuring it is sufficiently away from 
rootball to prevent root damage.

Shredded bark mulch to a depth of 
50mm around base of tree, recessed 
15mm below adjacent grass level, 
radius 450mm.

Greenleaf RootRain Metro tree 
watering and aeration system 
(optional)
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Base to be broken up  and free 
draining.

Tree pit, 1000 x 1000 x 850mm, to be 
filled with imported topsoil as per NBS 
specification Q28 Topsoil and Q31 
External Planting. Ensure finished 
levels of topsoil are 65mm below the 
top of pit.
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Shrub planting; excavate to a depth of 
350mm, fill with lightly consolidated 
topsoil as per NBS specification Q28 
and plant shrubs to the full depth of 
their root structure.  Topsoil level to be 
recessed 65mm below grass level. 

PLANT SCHEDULE

Shrubs
No Abbrev. Bot. Name Height Root Specification Density

153 Cor Mid Cornus sanguinea 'Midwinter Fire' 40-60 3L Branched; 3 brks 3/m2 
140 Pru lau Prunus laurocerasus 60-80 3L Bushy; 3 brks 2/m2

Trees
No Abbrev. Bot. Name Girth Height Root Specification
2 Ace Els Acer campestre "Elsrijk" 12-14 350-425 RB 3x; Heavy Standard; clear 

stem minimum 200cm; 5 breaks
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NOTES

DO NOT SCALE
All dimensions are in millimetres, unless otherwise stated.
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Second New Tennis Court, Landscaping

Coleridge Recreation Ground

KEY

Proposed shrub planting - See Note 1

Proposed heavy standard  
tree planting

Existing tree and shrub 
planting

1.  Excavate planting bed to a minimum depth of 350mm.  Remove excavated material from site and fill bed 
with imported top soil to BS 3882:2007.  Incorporate a slow-release fertiliser into the planting bed such as 
Enmag CRF.  Ensure finished level of the topsoil is 65mm below the edge of the surrounding surfaces.  
Excesses of concrete and rubble from haunching and other hardworks to be broken out and removed from 
plant bed.

2. Read drawings in conjuction with NBS planting specification, sections Q28, Q31 and Q35.

NOTES

Proposals Plan
Scale - 1:100

Tree Planting Detail
Scale - 1:20

Tennis courts fence line


